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Windows

MasterLine 8 windows feature 3 different levels of insulation, offering
solutions for high insulated, low energy, and even passive houses. These
different levels of insulation are achieved by the integration of new and
clever materials.

For the High Insulating Plus (HI+) variant, innovative insulation bars are
incorporated, which use a low-emission foil and thus improve the
insulation value by reflecting and retaining heat.

Comfort

y

MasterLine 8 windows and doors meet the modern requirements for

safety, thermal insulation, and stability. These ultimate performances
- are achieved by the overall concept and the increased overlap of the
Standard central gasket in the windows, offering a guaranteed performance.
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Concealed Hinges Concealed Drainage Optional  Flyscreen
The details are the design, concealed No more plastic cover caps, enjoy Enjoy cool summer evenings, without
hinges are the finishing touch. those clean lines. losing sleep.
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ENERGY Style variants
- FUNCTIONAL
Double Triple

5| Uw 022 015 L o . . Frame 21/16”

9] Min. visible width inward opening window or door

i Vent 17/16”

SHGC 016 019
Th I Frame 13/16”
erma c Min. visible width outward opening window or door

Insulation @ Sl Uw Vent 45/8”
(Btu/hr-ft>F) é
per NFRC102 | O| sHGC Min. visible width T-profile 31/8”

o Frame

3| Uw Overall system depth window or door

S Vent 3 7/16”

joX

g] | SIHEO Rebate height
COMFORT Frame up to 2 7/8”

Glass thickness
Acoustic sTC 50 Vent up to 2 13/16”
peﬁorma”_oe(@ Glazing method dry glazing with EPDM
ASTM E9O oITc a
09/1332 ] }
) . glass fibre reinforced
Thermal insulation | ide stri

Air tightness, max. test pressure® (cfm/ft?) 004 [Pyl @le Sl ok
Water tightness® (psf) 15
AAMA Rating
AAMA/WDMA/CSA 101/1.5.2/A440, NAFS guciey




